


Features

HUBTEX series 3050 is a robust, compact truck powered by 

Diesel or LPG engines. In fact three trucks in one:

 Sideloader for handling long loads in narrow aisles,

 Frontloader for pallets and more compact loads,

  Fourway Sideloader for universal handling and block 

stacking of bulky loads.

SERIES 3050

Further advantages include

Ergonomics

4-way operation from a 3-wheel truck

  The permanent all wheel drive of the series 3050 offers

optimum traction on ramps and in winter conditions,

  Stepless operation and smooth working proportional valves  
for all mast functions gives fast, accurate positioning of the 
forks,

 Single lever operation for all mast functions is standard 

with an option of Joystick if required,

 Stable, strong lift masts are manufactured “in house” and

have a high reserve of load capacity, even where large 

load centres are involved,

 Freeview mast optimises visibility for fast, safe handling. 

   Your reliable partner for sideloaders – worldwide!

1. In lengthwise drive the HUBTEX series 3050 can quickly 

transport long material through narrow doors and aisles.

2. In crosswise drive the HUBTEX series 3050 can be used 

as a conventional frontloader for block stacking.

3. Circle drive enables a fast turning of the truck without 

having to manoeuvre.

This agility will be a big advantage for your company and can 

help you by saving up to 50% of valuable floor space.

The comfortable, ergonomic drivers workstation offers more 

elbow room and optimum all round vision. In addition the 

driver’s cabin is rubber mounted to keep noise and vibration 

to a minimum. A comfortable full suspension seat is also 

fitted as standard.
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Further Features Cabin

Sensitive proportional valves 

used by HUBTEX enable fine, 

smooth operation of all

hydraulic functions.

In crosswise drive mode the 

series 3050 hydraulic pipes

are neatly protected inside 

the chassis to avoid damage 

caused by careless driving.

LPG powered version 

can be equipped 

with dial removeable 

gas bottles Subject 

to local bottle sizes 

or a integrated fixed 

LPG gas tank.

HUBTEX Information Terminal

Modern on board computer 

technology allows easy access 

to service and driver informa-

tion as follows:

 steering program

 maintenance cycles

 preliminary heating time

 fuel gauge

 hour meter

 fi lter control etc.

   Your reliable partner for sideloaders – worldwide!

The direction switch integrated into the joystick (optional) 

enables a quick direction preselection for lengthwise 

and crosswise driving. This guarantees fast manoeuvrable 

operation in confined areas.

Flexible in all 
directions

Joystick

Ergonomically designed cabins with optimal all round vision.
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Quality and Safety
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All HUBTEX trucks are built to the highest possible 

quality and safety standards and HUBTEX is certified 

to DIN EN ISO 9001:2000.

Other standards include:

  Full compliance with existing and 

all known future EU regulations,

  All sideloaders have a full stability 

test to EN 1726-1 before delivery,

  Hydraulic overload-protection and 

load locking valves in lift cylinders,

  Quality welding to DIN 18 800 

and to the highly acclaimed 

welding safety certificate 

DIN 15 018.

HUBTEX
Maschinenbau GmbH & Co. KG
Industriepark West
Werner-von-Siemens-Str. 8
36041 Fulda, Germany
Telephone:  +49-661-8382-0
Telefax: +49-661-8382-120
info@hubtex.com

HUBTEX sideloaders maximize 
your storage capacity!

with HUBTEX

without HUBTEX

Technical modification reserved. Pictures may show options which are not standard equipment.
Power details are guide values without obligation.

www.hubtex.com


